
PC-Software

GD-SW-SCMS

Item Code: GD-SW-SCMS

EAN CODE: 

Type: Freeware - Others - Software

ALL

Specifications GD-SW-SCMS

Video

Max. number of video 
channels:

256 devices with a total of 256 channels

Video Export : JPG, BMP, AVI, MP4

Recording / Playback

Live Viewing : Customizable interface with personnalized layouts

Playback: Synchronised playback of max. 16 cameras

General

Operating System: Microsoft® Windows 10 64-bit

Languages : English, German, French, Spanish, Portuguese, Italian, Greek, Danish, Finnish, Russia, Hebrew, 
Turkish, Romanian, Dutch, Polish

Maps: BMP, JPG, PNG graphics support

PTZ Control: Pan, Tilt, Zoom, Preset set and call

Accessories 

GD-KB-AC1420P

Features 

● ONVIF protocol support ● Easy to use user interface

● Live viewing from Grundig IP cameras and recording 
devices

● Playback from edge storage such as Grundig IP cameras 
with SD cards and other recording devices

● Centralized user Management
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Fits the following products:

GD-CI-AP2627V 2 MP Fixed Dome IP-Camera 2.8~12 mm

GD-CI-AP4617C 4 MP Cube IP-Camera 2.8 mm

GD-CI-AP4617T 4 MP Bullet IP-Camera 4 mm

GD-CI-AP4617V 4 MP Fixed Dome IP-Camera 2.8 mm

GD-CI-AP4637T 4 MP Bullet IP-Camera 2.8~12 mm

GD-CI-AP6637T 6 MP Bullet IP-Camera 2.8~12 mm

GD-CI-AP6637V 6 MP Fixed Dome IP-Camera 2.8~12 mm

GD-CI-AP8617E 8 MP Turret IP-Camera 2.8 mm

GD-CI-AT12637T 12 MP Bullet IP-Camera 8~32 mm

GD-CI-AT20527Q 20 MP 360° Panoramic-IP-Camera

GD-CI-AT2637T 2 MP Bullet IP-Camera 2.8~12 mm

GD-CI-AT2637TH 2 MP Bullet IP-Camera 2.8~12 mm

GD-CI-AT2647T 2 MP Bullet IP-Camera 2.8~12 mm

GD-CI-AT3637T 3 MP Bullet IP-Camera 2.8~12 mm

GD-CI-AT4537VH 4 MP Fixed DomeIP-Camera 2.8~12 mm

GD-CI-AT4634T 4 MP Bullet IP-Camera 2.7~13,5 mm

GD-CI-AT4634V 4 MP Fixed Dome IP-Camera 2.7~13.5 mm

GD-CI-AT4637TH 4 MP Bullet IP-Camera 2.8~12 mm

GD-CI-AT4637V 4 MP Fixed Dome IP-Camera 2.8~12 mm

GD-CI-AT8339TH 8 MP Bullet IP-Camera 2.8~12 mm LPR

GD-CI-AT8505B 8 MP Box IP-Camera

GD-CI-AT8746P 8 MP PTZ IP-Camera 36x Zoom

GD-CI-BP4637V 5 MP Fixed Dome IP-Camera 2.8~12 mm

GD-CI-BT4537VH 4 MP Fixed Dome IP-Camera 2.8~12 mm

GD-CI-BT4747P 4 MP PTZ IP-Camera 42x Zoom

GD-CI-BT8339TH 8 MP Bullet IP-Camera 8~32 mm LPR

GD-CI-BT8537TH 8 MP Bullet IP-Camera 2.8~12 mm

GD-CI-CP2647P 2 MP PTZ IP-Camera 25x Zoom

GD-CI-CP2747P 2 MP PTZ IP-Camera 32x Zoom

GD-CI-CP4617W 4 MP Mini Fixed Dome IP-Camera 2.8 mm

GD-CI-CP4637E 4 MP Turret IP-Camera 2.8~12 mm

GD-CI-CP4637V 4 MP Fixed Dome IP-Camera 2.8~12 mm

GD-CI-CT12617F 12 MP Fisheye IP-Camera

GD-CI-CT4537TH 4 MP Bullet IP-Camera 2.8~12 mm

GD-CI-CT8339TH 8 MP Bullet IP-Camera 2.8~12 mm

GD-CI-DP4617W 4 MP Mini Fixed Dome IP-Camera 4 mm

GD-CI-DT4637T 4 MP Bullet IP-Camera 2.8~12 mm LPR

GD-CI-DT8339TH 8 MP Bullet IP-Camera 8~32 mm

GD-CI-EC4617T 4 MP Bullet IP-Camera 2.8 mm

GD-CI-ET4537TH 4 MP Bullet IP-Camera 8~32 mm

GD-CI-ET4637T 4 MP Bullet IP-Camera 8~32 mm LPR

GD-CI-ET4747P 4 MP PTZ IP-Camera 42x Zoom

GD-RN-AP8632P 32 Channel Video Recorder

GD-RN-BC2416N 16 Channel Video Recorder

GD-RN-BP8616P 16 Channel Video Recorder
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GD-RN-BP8632N 32 Channel Video Recorder

GD-RN-DT8864N 64 Channel Video Recorder

GD-RT-AP5004P 4 Channel Video Recorder

GD-RT-AP8008P 8 Channel Video Recorder

GD-RT-AP8016P 16 Channel Video Recorder

GD-RT-BC3004N 4 Channel Video Recorder

GD-RT-BC3008N 8 Channel Video Recorder

GD-TI-AP1614V Thermal (160x120) 1.8 mm & Optical IP-Camera

GD-TI-AP4503T Thermal (256x192) 3.6 mm & Optical IP-Camera

GD-TI-AP4507T Thermal (256x192) 6.9 mm & Optical IP-Camera

GD-TI-AP4510T Thermal (256x192) 9.7 mm & Optical IP-Camera

GD-TI-AT3625T Thermal IP-Camera (640x512) 25 mm

GD-TI-BP1603V Thermal (160x120) 3.1 mm & Optical IP-Camera

GD-TI-BP1606T Thermal (160x120) 6.2 mm& Optical IP-Camera

GD-TI-BP1610T Thermal (160x120) 9.7 mm & Optical IP-Camera

GD-TI-BT2510T Thermal IP-Camera for body temp measurement

GD-TI-ET2504T Thermal (384x288) 4.4 mm & Optical IP-Camera

GD-TI-ET2508T Thermal (384x288) 7.6 mm & Optical IP-Camera

GD-TI-ET2510T Thermal (384x288) 9.7 mm & Optical IP-Camera

GD-TI-ET2515T Thermal (384x288) 15.4 mm & Optical IP-Camera

GD-TI-ET2525T Thermal (384x288) 25 mm & Optical IP-Camera

GD-TI-ET2535T Thermal (384x288) 35 mm & Optical IP-Camera
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